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JW Stock 1" Vinyl Plus Mini Blind 

   

The reinforced 1" Vinyl Plus Mini 
Blind has all the same great features 
of our regular 1" Vinyl Mini Blind 
further enhanced with steel head and 
bottom rails and premium room 
darkening, warp resistant PVC slats. 
 
 
Our 1" Vinyl Plus Mini Blind comes in 
sizes up to 105” X 72”,  78” X 84” , 
72” X 96”  
 
Designed for durability, the 1" Vinyl 
Plus Mini Blind withstands heavy-duty 
abuse without compromising design.  
That's why they are a favorite 
amongst Contractors, Land Lords & 
Owners looking for the perfect 
combination of rugged performance 
with a pleasing aesthetic. 
 
Available Colors: White or Alabaster 

  
JW Stock 1” Vinyl Plus Mini Blinds are Flame Resistant (FR) and comply with NFPA701 
Testing.  Our Vinyl Slats are PVC Lead-Free, UV Stabilized, Integrally Colored, 
Opaque, Anti-Static, Dust Repellent  and will not crack or yellow. 
 
 



 
JW Stock 1” Vinyl Plus Mini Blind Specifications  
 
Headrail: Roll formed steel, 1.070” width x .950” , Height x .024” thick.  
Bottomrail : Roll formed steel .765”, Width x .385” height x .030” thick.  
  
Wand : Extruded PVC Hex, Shape, .315” across flats., Color coordinated.  
  
Slat: Extruded PVC .0165” thick x .970” width with crown of .160”. 90% opacity.      
Titanium dioxide additive for greater light blocking. Flammability testing passed NFPA 
701 small scale test.  
  
Tilt Rod : Plated steel, “O” shape .150” x .125”.  
 
Tape Roller Support: Injection molded Plastic with metal roller Minimizing cord fray.  
Tape Roller: Injection molded plastic with ladder locking legs.  
  
Cordlock : Injection molded Plastic. Smooth brass fixed roller. Knurled floating brass 
roller.  
  
Tilter: Injection molded plastic housing with steel wand hook. Gear ratio of  9 to 1. Metal 
rivet for added strength.  
  
Bottomrail Anchors : Injection molded plastic face .500” diameter, stem .375” diameter.  
Bottomrail Endcaps : Injection molded plastic with stem for hold down bracket.  
 
Slat Clip : Painted aluminum.  
  
Cord : Woven polyester .070” diameter.  
  
Ladder : Woven polyester .7900” Spacing x 1.000” width.  
  
Center Support: Plated steel .040” thick.  
  
Hold Down Brackets: Injection molded plastic.  
  
Tassel : Injection molded plastic – bell shaped.  
  
Mounting Bracket:Painted steel with hinged locking front cover. 
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