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JW Draperies, Inc.
5625 Furnace Avenue
Elkridge, MD 21075
Ph 410-796-9990
Fax 410-796-8912

JW Stock Vertical Blind
Steel Head Rail and PVC Vane System

The JW Draperies Vertical Blind with
strong steel head rails is available in
White and Alabaster

and comes in a variety of widths.

The JW Steel Head Rail is Wand
control with either Center or

One-Way Draw.

The 3 1/2" PVC room-darkening vanes
are available in White, Alabaster and
Creamy Ivory.
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JW Stock Vertical Headrail and Vane System
SPECIFICATIONS:

Headrail : Roll Formed Steel
1.5” wide x 1.25” height x .024” thick.

Mounting Bracket: Painted Steel .

VANES

Extruded, non-leaded rigid Crown PVC. Available in white or alabaster in a smooth
finish. Vane thickness 1s.021” to .024”. Vanes are 3-1/2” wide and flame retardant.

CONTROL SPECIFICATIONS:

Carriers: Injection molded PVC with eight prong rotation system, carriers have self-
lubricating wheels for reduced friction. Carrier allow for 180 degree simultaneous

rotation.

Vane Hanger: Injection molded plastic with single opening.

Pinion Rod : An 8 prong system made of extruded aluminum. The pinion rod
passes through each carrier and allows for simultaneous rotation.

Wand Control: 29” solid vinyl.



JW Vertical Steel Head Rail System




